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Assessment  
of Hazards

The selection of foot protection depends 
primarily on the hazard. Comfort, style 
and durability should also be considered.

Choice should be made on the basis of 
suitability for protection and compatibility 
with the work and the requirements of 
the user.

PROTECTION LEVELS

SB	 Safety Basic - 200 Joule protection

S1 	� 200 Joule toecap protection. Closed seat region (fully enclosed heel). 
Antistatic properties. Energy absorption of seat region.

S2 	� 200 Joule toecap protection. As S1 with the addition of water 
penetration and water absorption resistance

S3 	� 200 Joule toecap protection. As S2 with the addition of Penetration 
resistance and cleated outsole.

S4 	� 200 Joule toecap protection. As rubber or all polymeric footwear 
with antistatic properties. Energy absorption of seat region.

S5 	� 200 Joule toecap protection. As S4 with the addition of Penetration 
resistance and cleated outside.

Additional Safety Features
P 	 Penetration resistance by Midsole

C 	 Conductive footwear

A 	 Antistatic footwear

HI	  Insulation against heat

CI 	 Insulation against cold

E 	 Energy absorption of seat region

WRU 	 Water penetration and water absorption resistance

HRO 	 Resistance to hot contact up to 300°C

Slip Resistance
SRA 	� Footwear is tested on ceramic tiles with sodium Laurel sulphate 

lubricant and meets a minimum coefficient (CoF) of friction of 0.32 
tested flat and CoF of 0.28 tested at the heel

SRB 	� Footwear is tested on stainless steel with a glycerol lubricant and 
meets CoF of 0.18 tested flat and 0.13 tested at the heel

SRC 	 Footwear indicates both SRA and SRB are met
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SAFETY STANDARD

Safety footwear standard EN345 is being superseded by EN ISO 20345. Any 
footwear that has been tested to EN345 can continue to be worn but all new 
designs will have to be tested to the new standards. Information on which 
standard your footwear is tested to is identified on the product information 
label which is found within the boot or shoe.


